
Multisport

Scoreboards

The NS2539 is a multisport scoreboard especially designed for
VOLLEYBALL. The extra digits show the score of previous
sets played. As an option it is possible to have the NS2539
supplied with a text display on top.

Nautronic multisport scoreboard systems are pre-programmed
with the following sports: volleyball, basketball, tennis,
handball, water polo, floor ball, mini hockey and ice hockey.

Up to 9 scoreboards can be operated from one control panel.
Four-sided scoreboards are also delivered on request, and in
most cases custom requirements can be accommodated.

The scoreboard is easy to install, mounting brackets are
supplied with every system.

Every scoreboard produced by Nautronic a/s is a high quality
product and has gone through rigorous testing before leaving
the factory and being shipped off to its destination anywhere in
the world.

NAUTRONIC
SCOREBOARD SYSTEM
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Textdisplay
as OPTION
NST 12121

NS2539

dim. h x w x d 135 x 200 x 10 m

weight 50 kg

team scores 25 cm

game clock 25 cm

period 20 cm

points 0 - 15 - 30 - 40 - A

readable, rec. / max 110 m / 150 m

consumption Max. 120 W

power supply 230 VAC

soundsignal horn, aut. / man.

team fouls 20 cm, counter

penalty + timer + timed dot counter

time-out + counter + timer

set / service set score / dash

time-out + timer + dot counter

time-out + timer + dot counter

set score

text display, NST 12121 21 characters, 12 cm high

15 cm

wireless optional

NOTE:
with NST12121

+ 30 cm in height

NOTE:
with NST12121

+ 35 W

NOTE:
with NST12121

+ 20 kg in weight

NOTE:
with NST12121

new form february 2007

Data cable
2x2 x0,6mm2
twisted and shielded
max 300 m


